


grounding rods

Type E - STANDARD 15-25 microns, copper bonded () 9
REFERENCE NOMINAL DIMENSIONS SHANK DIAMETER (mm)  WEIGHT (KG)

E1014 1000x13,70 13,70 1,16

E1514 1500x13,70 13,70 1,75 i i
E2014 2000x13,70 13,70 2,45 ] ]
E1014RR 1000x5/8 5/8" 1,16

E1514RR 1500x5/8 5/8" 1,75

E2014RR 2000x5/8 5/8" 2,45

Type EC - 100 Microns, copper bonded, Accordingly Standard UNE 202006 3
REFERENCE NOMINAL DIMENSIONS SHANK DIAMETER (mm)  WEIGHT (KG)

EC1514 1000x14,2 14,2 1,85 3

EC2014 2000x14,2 14,2 2,47 N T
EC1514RR 1500xM 16 M16 1,85

EC2014RR 2000xM16 M16 2,47

EC1518 1500x18 18 2,97

EC2018 2000x18 18 3,95

EC1518RR 1500xM20 M20 2,97

EC2018RR 2000xM20 M20 3,95 V V/

Type EL - 150 Microns, copper bonded

L

REFERENCE NOMINAL DIMENSIONS SHANK DIAMETER (mm]  WEIGHT (KG)

EL2014 2000x14,6 14,6 2,65
EL2014RR 2000x5/8 5/8 2,65 g
EL2018 2000x18 18 4
EL2018RR 2000xM20 M20 4 <
EL1519 1500x18,9 18,9 3,3

)
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ELT519RR 13/16 13/16 3,3



TYPE EX 254 Microns, copper bonded, accordingly
Standards UL SPEC 467, EN62305-3, EN50164-2, BS6651

REFERENCE NOMINAL DIMENSIONS SHANK DIAMETER (mm]  WEIGHT (KG)

EX1058 1000x16 14,2 1,25
EX1258 1200x16 14,2 1,9
EX1558 1500x16 14,2 1,90
EX2058 2000x16 14,2 2,58
EX2458 2400x16 14,2 3

EX1058RR 1000x5/8 5/8 1,25
EX1258RR 1200x5/8 5/8 1,9
EX1558RR 1500%5/8 5/8 1,90
EX2058RR 2000x5/8 5/8 2,5
EX2458RR 2400x5/8 5/8 3

EX1034 1000x19 17,3 1.8
EX1234 1200x19 17,3 2,3
EX1534 1500x19 17,3 2,66
EX2034 2000x19 17,3 3,97
EX2434 2400x19 17,3 4,32
EX1034RR 1000x3/4 3/4 1.8
EX1234RR 1200x3/4 3/4 2,3
EX1534RR 1500x3/4 3/4 2,7
EX2034RR 2000x3/4 3/4 3,9
EX2434RR 2400x3/4 3/4 4,32

Type EN- 300 Microns, copper bonded accordingly Standard
UNE20056, UNE-EN 50164-2

REFERENCE NOMINAL DIMENSIONS SHANK DIAMETER (mm]  WEIGHT (KG)

EN1515 1500x14,6 14,6 1,92
EN2015 2000x14,6 14,6 2,45
ENT515RR 1500xM16 M16 1,92
EN2015RR 2000xM16 M16 2,45
EN1518 1500x18,3 18,3 3,20
EN2018 2000x18,3 18,3 4,21
ENT518RR 1500xM20 M20 3,12
EN2018RR 2000xM20 M20 4,21
EN2020 2000x20,3 20,3 5,05
EN2020RR 2000xM22 M22 5,05
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Type EF 350 Microns, copper bonded Self Extensible

REFERENCE NOMINAL DIMENSIONS SHANK DIAMETER (mm)  WEIGHT (KG)
EF0934AA 975x3/4 17,3 1,85
EF1034AA 1000x3/4 17,3 1,90
EF1534AA 1500x3/4 17,3 2,85
EF2034AA 2000x3/4 17,3 3.80
Type EFX 250 Microns, copper bonded Self Extensible

REFERENCE NOMINAL DIMENSIONS SHANK DIAMETER (mm)  WEIGHT (KG)
EFX1058 1000x14,2 14,2 1,25
EFX1558 1500x14,2 14,2 1,90
EFX2058 2000x14,2 14,2 2,58
EFX1034AA 1000x17,3 17,3 1,90
EFX1534AA 1500x17,3 17,3 2,85
EFX2034AA 2000x17,3 17,3 3,80
EXFFDM1034 1000x17,3 17,3 1,77
Type EFI Stainless Steel Self Extensibles Earth Rods

REFERENCE NOMINAL DIMENSIONS SHANK DIAMETER (mm)  WEIGHT (KG)
EFITOT6AA 1000x16 16 1,5
EFIT516AA 1500x16 16 2,25
EFI2016AA 2000x16 16 3
Type ES Stainless Steel Earth rods

REFERENCE NOMINAL DIMENSIONS SHANK DIAMETER (mm)  WEIGHT (KG)
ES1516 1000x16 16 2,25
ES2016 1500x16 16 3
Earth rods hot dip galvanized steel

REFERENCE NOMINAL DIMENSIONS SHANK DIAMETER (mm)  WEIGHT (KG)
EAG1016 1000x16 16 2,90
EAG1516 1500x16 16 4,35
EAG2016 2000x16 16 5,80
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ZInc anodes

Zinc anodes

REFERENCE NOMINAL DIMENSIONS (mm) SHANK DIAMETER WEIGHT (KG)
EZ1035 1000x35x35 1000x35x35 12,81
EZ1535 1500x35x35 1500x35x35 13,50

Zinc anodes inside a backfill bag and 3 mts cable.

REFERENCE NOMINAL DIMENSIONS (mm) SHANK DIAMETER WEIGHT (KG)
EZSAC1060 1000x60x60 1000x60X60 15
EZSAC1560 1500x60x60 1500x60x60 29,29

threaded couplers

Threaded couplers for earth rods

REFERENCE EARTH ROD DIAMETER (mm) THREADED WEIGHT (KG)
MAT4 13,70-14,2 5/8" 0,110
MAT15 14,2-14,6 M16 0,100
MAT5CUAL 14,2-14,6 M16 0,100
MAT6 16,2 M-18 0,120
MA17 17,2 3/4 0,130
MA18 18,3 M20 0,180
MA19 19.1 13/16 0,169
MAP19 191 PRESSION 0,169
MA21 20,3 M22 0,147

MAM10 17,3 [EXFFDM] M10 0,027
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driving tools

Bicromated steel driving STUD

REFERENCE THREADED WEIGHT (KG)
TS14 5/8 0,084
TS15 M16 0,088
TS16 M18 1,130
1517 3/4 0,142
7518 M20 0,159
1519 13/16 0,185
1521 M22 0,235
CDS20 M10 0,050

Tempered steel spikes

REFERENCE THREADED WEIGHT (KG)
SPK20 (EXFFDM] M10 0,050
DT58 5/8 0,156
Driving head

REFERENCE EARTH ROD WEIGHT (KG)
S-15 14,6 MM 0,23
S-18 18,3 MM 0,24

5-21 20,3 MM 0,29
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earthing plates

Copper plate

REFERENCE MATERIAL DIMENSIONS (mm]) WEIGHT (KG)
PT5050 Copper 500x500x2 4.5
PT100100 Copper 1000x1000x2 18

Die copper plate

REFERENCE MATERIAL DIMENSIONS (mm) WEIGHT (KG)
PTR5050 Copper 500x500x2 4,5
100 copper bonded plate

REFERENCE MATERIAL DIMENSIONS (mm) WEIGHT (KG)
PTCU5050 Steel/Copper 500x500x3 5,88
PTCU100100 Steel/Copper 1000x1000x3 23,52
Enhacing

REFERENCE MATERIAL PACKAGING WEIGHT (KG)
ELECTRO GEM Additives Bag 11,5

earthing components
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